
HOSE SIZING AND SPECIFICATIONS

SIZE SERVICE TEST PROOF TEST BURST WEIGHT
(FOR 50' COUPLED) FLAT WIDTH ID BOWL SIZE

IN PSI (kPa) PSI (kPa) PSI (kPa) LBS (KG) IN IN IN

1 ¾" 500 (3447) 1,000 (6895) 1,500 (10342) 22 (10) 2.94" 1.77" 2 1/8"

HOW TO ORDER
TYPE HOSE ID BY HOSE LENGTH COLOR COUPLING SIZE THREAD TYPE COUPLING MATERIAL 

FGN 17 = 1 " X
50 = 50'
100 = 100'

Y = Yellow
R = Red
B = Blue
O = Orange
G = Green
T = Tan
C = White (coated)

15 = 1 ²"
N = NH
I = IPT 

 = (Aluminum)

Part No. Example: FGN17X50Y15N = FGN Gladiator Hose, 1 " ID by 50' Length, Yellow, 1 ²" NH/NST Aluminum Coupling

ATTACK

GLADIATOR FGN
JACKETED THRU-THE-WEAVE NITRILE RUBBER

FEATURES:

COLORS
Red Orange

Green Tan

(coated)

•

•

CONSTRUCTION

TEMPERATURE RANGE
-40ºF to 200ºF (-40ºC to 93ºC)

COUPLINGS

• Performance rated at -40°F 

•

•
with NFPA 1961 Standard,

CAFS

TRUCTION

LOW PSI

USA MADE

YEAR
WARRANTY

2
ALL HAZARDS

www.snaptitehose.com
814-438-7616
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